
 

  

USER MANUAL 

SECONDARY CAGE ASSEMBLY 

INFORMATIONS 

Assembly level: 
Beginner 

Estimated assembly 
time: 
Less than 2 minutes 

Tools required: 
None 

ASSEMBLY STEPS  

 

 

: 4 x Cage Sections  

 

: 4 x Connection 

Brackets  

 

: 3 x Plastic Clips 

CONTENU DU KIT 

 

 

 Position the 4 Connec-

tion Brackets  onto 

the main cage.  

 

The push button must be 

positioned toward the 

outside of the main 

cage.  
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Take the upper Cage Sections 

and insert their ends into the  

Connection Brackets  

UPPER CAGE SECTIONS 

INSTALLATION  
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1 PREPARATION 
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      SAFETY FIRST   

Ensure that the spring-loaded locking buttons on 

each Connection Bracket fully engage and protrude correctly 

once installed.  
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Assembly video : 

 

https://youtube.com/shorts/7uC2eXMS6_Y?si=0fR1_4JMA4zP7ONv
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3 LOWER CAGE SECTIONS INSTALLATION  

Install the lower cage sections by connecting their upper ends 

to the upper cage sections and clipping the lower plastic ends 

into place.  

 

Check that the Plastic Clips  are correctly installed and  

fully secured.  

 

 

 

 

 

PRE-FLIGHT CHECK   

 

All spring-loaded locking buttons 

are fully engaged.  

 

All 3 plastic clips are correctly ins-

talled.  

 

No excessive play or abnormal 

movement is present.  

 

The cage is symmetrical and pro-

perly aligned.   

4 PLASTIC CLIPS LOCKING  
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 MAINTENANCE / WARNING  

•  Regularly inspect:  

- Screw tightness  

- Condition of the connection brackets, plastic clips and 

locking buttons 

 
• The Secondary Cage increases protection for both the 
pilot and the engine. It does not replace responsible and 
proper paramotor operation.  

• The user is solely responsible for flight safety.  

• Macfly declines all responsibility for incorrect assembly 
or improper use.  

USER MANUAL 

SECONDARY CAGE ASSEMBLY 


